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(57) Abstract: The invention relates to an 
electric interface for water-bearing household 
devices comprising a program control for 
economically controlling, in a flexible 
and modular arrangement, hydraulic and 
electrical components which are required for 
the operational control of the water-bearing 
household device. The aim of the inventive 
interface can be achieved by virtue of the 
fact that at least one part of the electronic 
components (6) and the magnetic valve 
(2) are integrated into a component group 
which is connected to the program control 
of the water-bearing device. The necessary 
electric connections are reduced between the 
individual magnetic valves and the program 
control due to the integration of hydraulic 
magnetic valves with electronic components 
which are used to control the magnetic valves 
in a component group. The complexity of 
the cable form for the electric connection of 
the hydraulic component and the electronic 
components is reduced enabling, modular 
construction of the related components. The 
equipment of the component groups can be 
varied according to each design of household 
device. 
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(57) Zusammenfassung: Die Aufgabe, eine elektrische Schnittstelle fur wasserfiihrende Haushaltsgerate mit einer Programmsteu- 
erung unter flkonomischen Aspekten bereitzustellen, die eine flexible und modulare Anordnung der fur die Betriebssteuerung des 
wasserfuhrenden Haushaltsgerats erforderlichen hydraulischen und elektronischen Komponenten ermfiglicht, wird bei der erfin- 
dungsgemafien Schnittstelle dadurch gelost, indem zumindest ein Teil der elektronischen Komponenten (6) und das Magnetventil 
(2) in einer Bauteilgruppe integriert sind, die mit der Programmsteuerung des wasserfuhrenden Haushaltsgerats veibunden ist Durch 
die Integration von hydraulischen Magnetventilen zusammen mit elektronischen Komponenten zur Steuerung der Magnetventilen 
in einer Bauteilgruppe wird der Vorteil erreicht, dass die notwendigen elektrischen Vorbindungen zwischen den einzelnen Magnet- 
ventilen und der Programmsteuerung reduziert werden. Dadurch wird die Komplexitat des Kabelbaums zur elektrischen Veibindung 
der hydraulischen und der elektronischen Bauteile verringert und ein modularer Aufbau der betreffenden Komponenten ermoglicht 
Je nach Bauart der Haushaltsmaschine kann die Bauteilgruppe in seiner Ausstattung variiert werden. 



